
First, lay the package level on the ground (as shown in Fig 1); then open the packing cage and take out all the parts (as shown in Fig 2); after that support the frame of go-kart (as
shown in Fig 3) for assembling

Fig 1 Fig 2 Fig 3

Step 1: Installation of the front shock absorber
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Name QTY Specification Note
1.Front shock absorber 2
2. Shock mount
3. Bolts and nuts 2 sets M10*50/M10 On2

ASSEMBLING PROCESS: Fix item 1on item 2 with item



Step 2 : installation instruction of the lower A-Arm and Front wheel axle

Step3: installation of the boll joint
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Name QTY Specification NOte
1.Front wheel axle 2
2.Lower A -Arm 2
3.Nut 2 M10 Om2
4.Hair pin 2 On2

ASSEMBLING PROCESS:
1. Take off item 3 and 4 from item 2
2. Fix item 1on item 2 with item 3 and then insert 4

Note: make sure to install the hair pin into the spindle nut and split it at the end
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Name QTY Specification Note
1.Tie rod 2
2.Front spindle 2
3.Nut 2 M10 On 1
4.Hair pin 2 ON 1

ASSEMBLING DESCRIPTION: 1.Take off items 3 and 4 from item 1
2.Fix items 1 on item 2 with 3 and then insert 4 into 1。

Note: make sure to install the hair pin into the spindle nut and split it at the end



Step 4: installation of the front wheels

Assembling description: take off 2 from 3;fix 2 on 3 with 1

Note: make sure the valve cock in the tire outward

Step five: Installation of rear shock absorber
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Name QTY Specification Note
1.Front tire 2 25*8-12
2.Nut 8 M10 On 3
3.Front hub 2

name QTY specification remark
1.rear shock absorber 2
2.fixed mount
3.screw，nut 2sets M10*50 on 2



Assembling description: take off 3 from 2;fix 1 on 2 with 3

Step six: Installation of rear wheels

Assembling description: take off 2 from 3;fix 1 on 3with 2

Note: make sure the valve cock in the tire outward

Step seven: Installation of radiator
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name QTY specification remark
1.rear tire 2 25*10-12
2.nut 8 M10 on 3
3.rear hub 2



Assembling description :1.take off 2 from 3 ; put the radiator in vertical position when fixing 1 on 3 with 2

2.fix 2 on 4 with 1

Step eight: Installation of gas tank
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Name QTY Specification remark
1.Radiator 1
2.Screw, Nut 3sets M8*20 on 1
3.Radiator mount
4.Mount tubing

name quantity specification remark
1. Gas tank 1
2. Tank mount
3. Screw、washer 4 M6*20/ M6 on 1
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Assembling description :1.take off 3 from 1 ; then fix 3 on 2 with 1

Note: make sure the oil gauge at the left side facing front

Step nine: Installation of sliding rail

Assembling description :1.take off 3 from 1 ; then fix 2 on 1with 3

Note: make sure the adjusting handle of sliding rail is towards the inner side of the seat

1

2

3

Name Quantity Specification remark
1Sliding rail mount 8
2.Sliding rail 4
3.Bolt 8 M8*20（Inner hex ） On 1



Step ten: Installation of seat

Assembling description :take off 3 from 1 ; fix 1 on 2with 3

Note: make sure the back adjustment switch of the seats on the central side

Step eleven : Installation of safety belt
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name quantity specification remark
1.seat 2
2.seat support
3.Nut、washer 8sets M8/ M8 On 1

Name qty Specification remark
1.Safety belt
2.fixed bore, safety belt
3.Screw, Nut 4 M10*20/M10（self lock） On 2



Assembling description :take off 3 from 2 ; fix 1 on 2with 3

Step twelve: Installation of steering wheel

Assembling description :take off 3 from 2 ; fix 1 on 2with 3

Step thirteen :Installation of rearview mirror

1

2

3

1

Name Qty Specification Remark
1.steering wheel base
1. steering wheel 1
2. inner hex bolt 6 M5*10（inner hex） in the steering

wheel package

Name Qty Specification remark
1. fixed mount
2. rearview mirror 2
3. Nut、Washer 2sets M8 / M8 On 2



Assembling description :take off 3 from 2 ; fix 2 on 1with 3

Step fourteen :Installation of roll cage

Step fifteen: Installation of cross bar
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Name Qty Specification Remark
1. fixed mount
2. roll cage 2
3. screw 4 M10*45 On 1
4. Screw 2 M10*35 On1

Assembling description :take off 3 and 4 from 1; fix 2on 1with 3and4

Note: use M10*35 at the front bore of the roll cage



Assembling description :take off 3 from 1; fix 1on 2with 3

Note: the length difference of cross bars :the front one is the shortest, the second one longer ;the last one longest.

Step sixteen :Installation of rear carrier

Assembling description :take off 3 from 1; fix 2on 1with 3
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Name Qty Specification Remark
1..cross bar 3
2.Connection hole
3.Screw 6 M10*50 On item1

.

Name Qty Specification Remark
1.fixing base
2. rear Carrier
3.Screw,Nut 4 M*20 On 1

.



Step sixteen :Installation of Battery

Assembling description:1：Fill the battery with electrolyte according to the instruction, and seal it well

2.Put the plastic washer on 3 ,then Place 1 on 3

3. Connect item 4 on 1 by 5; red cable to “+”, black cable to “–”

4.install the battery cover of 2 on 1 5.fix 1 on 3 with the band of 2
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Name Qty Specification Remark
1. battery 1
2.washer, Battery cover, band 1
3.Fixed base
4.Wire(anode),Wire(cathode)
5.Screw 2 M6*20 in 1
6.Electrolyte 1
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